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§233.1

directly to owner and is properly identified
by a card attached to each side of car, signed
by shipper, stating that the movement is
being made under authority of this order.

[33 FR 19679, Dec. 25, 1968, as amended at 53
FR 28602, July 28, 1988]
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§233.1 Scope.

This part prescribed reporting re-
quirements with respect to methods of
train operation, block signal systems,
interlockings, traffic control systems,
automatic train stop, train control,
and cab signal systems, or other simi-
lar appliances, methods, and systems.

§233.3 Application.

(a) Except as provided in paragraph
(b) of this section, this part applies to
railroads that operate on standard gage
track which is part of the general rail-
road system of transportation.

(b) This part does not apply to rail
rapid transit operations conducted over
track that is used exclusively for that
purpose and that is not part of the gen-
eral system of railroad transportation.

§233.5 Accidents resulting from signal
failure.

Each carrier shall report within 24
hours to the Federal Railroad Adminis-
tration by toll free telephone, number
800-424-0201, whenever it learns of the
occurrence of an accident/incident aris-
ing from the failure of an appliance,
device, method or system to function
or indicate as required by part 236 of

49 CFR Ch. Il (10-1-96 Edition)

this title that results in a more favor-
able aspect than intended or other con-
dition hazardous to the movement of a
train.

EFFeCTIVE DATE NOTE: At 49 FR 3379, Jan.
26, 1984, Part 233 was revised. This section
contains information collection and record-
keeping requirements and will not become
effective until approval has been given by
the Office of Management and Budget.

§233.7 Signal failure reports.

Each carrier shall report within 15
days each failure of an appliance, de-
vice, method, or system to function or
indicate as required by part 236 of this
title that results in a more favorable
aspect than intended or other condi-
tion hazardous to the movement of a
train. Form FRA F6180-14, ‘“Signal
Failure Report,” shall be used for this
purpose and completed in accordance
with instructions printed on the form.

(Approved by the Office of Management and
Budget under control number 2130-0007)

§233.9 Reports.

Not later than April 1, 1997 and every
5 years thereafter, each carrier shall
file with FRA a signal system status
report ‘“‘Signal System Five-year Re-
port” on a form to be provided by FRA
in accordance with instructions and
definitions provided on the report.

[61 FR 33872, July 1, 1996]

§233.11 Civil penalty.

Any person (including a railroad and
any manager, supervisor, official, or
other employee or agent of a railroad)
who violates any requirement of this
part or causes the violation of any such
requirement is subject to a civil pen-
alty of $2,500 except that: Penalties
may be assessed against individuals
only for willful violations, and where a
grossly negligent violation or a pattern
of repeated violations has created an
imminent hazard of death or injury to
persons, or has caused death or injury,
a penalty not to exceed $20,000 per vio-
lation may be assessed. Each day a vio-
lation continues shall constitute a sep-
arate offense. See appendix A to this
part for a statement of agency civil
penalty policy.

[53 FR 28602, July 28, 1988, as amended at 53
FR 52936, Dec. 29, 1988]
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§233.13 Criminal penalty.

Whoever knowingly and willfully—

(a) Makes, causes to be made, or par-
ticipates in the making of a false entry
in reports required to be filed by this
part; or

(b) Files a false report or other docu-
ment required to be filed by this part is
subject to a $5,000 fine and 2 years im-
prisonment as prescribed by 49 U.S.C.
522(a) and section 209(e) of the Federal
Railroad Safety Act of 1970, as amend-
ed (45 U.S.C. 438(e)).

APPENDIX A TO PART 233—SCHEDULE OF CIVIL

PENALTIES®
: lati Willful viola-
Section Violation tion
233.5 Accidents resulting from
signal failure .........ccoceovviinne $2,500 $5,000
233.7 Signal failure reports 5,000 7,500
233.9 Annual reports ............... 1,000 2,000

1A penalty may be assessed against an individual only for
a willful violation. The Administrator reserves the right to as-
sess a penalty of up to $20,000 for any violation where cir-
cumstances warrant. See 49 CFR part 209, appendix A.

[53 FR 52936, Dec. 29, 1988]
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APPENDIX B TO PART 234—ALTERNATE METH-
ODS OF PROTECTION UNDER 49 CFR
234.105(C), 234.106, AND 234.107(C).

AUTHORITY: 49 U.S.C.20103, 20107, 20108,
20111, 20112, 20114, 21301, 21302, 21304, and 21311
(formerly Secs. 202, 208, and 209 of the Fed-
eral Railroad Safety Act of 1970, as amended
(45 U.S.C. 431, 437, and 438, as amended)); 49
U.S.C.20901 and 20102 (formerly the Accident
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